
FLEXO PRODUCTS LIMITED

FLEXO PRODUCTS LIMITED

AQUA PHASE AQ-3500

STANDARD FEATURES

OPTIONAL FEATURES

TECHNICAL SPECIFICATIONS

Double Wall Stainless Steel Chamber

Oscillating Stainless Steel Spray Arms

Caster Wheels (2,400lb rating)

Variable Time Cycles (3, 5, or 7 Minute)

Run Mode & Drain Mode Selection

Automatic Chemical Injection

Programmable Logic Control Syst (PLC)

LCD Status Display

Fill & Drain Hose Set

1.5 HP Motor / Stainless Steel Pump

115 Volt, 30 Amp, 60 Hertz System

Lighted Wash Chamber

Utility Wash Trays

Air Dry Blower

2 HP Motor Upgrade / Stainless Steel Pump

Conveyor Belt Transfer System

Brand

Construction

Certifications

Dimensions (LxWxH)

Pressure (PSI)

Stock#

Capacity

Power

Cleaning Width

HP

LIquid Flow (GPM)

Aqua Phase

Stainless Steel

CE, CSA, UL

76.0626” x 49.5” x 73”

28

AQ-3500

64 Cubic Feet

115 Volt, 30 Amp

40.25”

1.5

49


